Japan Beam

BSAT 4A
Uplink

Provisional Frequency Plan

17800

vy'ev.LLT—

—29'89/L.T

80'TTLLT—

—92'0€LLT

21

20

¢L'TL9LT—

19

— 06'T69.T

18

9¢'v€9LT—

— ¥G'€G9/T

17

16

00'96G.T—

— 8T'GTILT

15

14

¥9',9G.T—

13

— 28'9/G.1

12

82'61S.T—

— 9Y'8€G.T

11

10

26'0877.T—

— 0T'00S.T

9S°2hY LT

— VL' TOV.T

0C'v0v.LT—

— 8E'€CVLT

¥8'G9€LT—

— 20'G8€LT

LO)|

8v'12eL TS

—99'9vELT

1

17300

LHCP
RHCP

Japan Beam

Downlink

vy'6vTeT—

80'TTTCT

ANAN ANy

9e'e02T—

00'966TT—

¥9'/.G6TT—

12200

—29'89T¢T

— 92'0€TCT

21

20

— 06'T60CT

19

18

— ¥G'€G0CT

17

16

— 8T'ST0CT

15

14

— 28'9/6TT

13

12

8CZ'6T6TT—

— 97'8E6TT

11

10

26'088TT—

— 0T'006TT

95°Zv8TT—

— 7.'T98TT

0C'v08TT—

— 8€'€Z8TT

¥8'G9.LTT—

— 20'G8.LTT

LO)|

8" L2LTT

— 99°9V/TT

1

RHCP
11700
LHCP

Command 1: 17300,80 LHCP
Command 2: 17303,60 LHCP
Telemetry 1: 11702,90 LHCP
Telemetry 2: 11704,30 LHCP

Beacon: 21402,90 LHCP
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